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Fitting Instructions
Recessed mounted into cut out size 115mm 
round using Grommet P/N53401 and Plug P/N 
53102 for wiring. Please refer to ADR 13/00 for 
mounting instructions.

113 Series Single Function Rear Lamps

Function (Stop/Tail) (Indicator)(Reverse)

Size Grommet 135mm Round

Size Bracket 142mm Round

Voltage 12-24 Volt

LED Qty 7 (20 Reverse)

Cable Plug 53102

Lens Hardened Acrylic

Mounting 53401, 53101B, 53101C

Draw Stop Tail Ind Rev

@13.8V 0.23A 0.08A 0.16A 0.21A

@28V 0.14A 0.02A 0.13A 0.15A

Approvals Function Approval No.

ECE Stop/Tail R1-S1-E9-02.16703

ECE Indicator 2a-E9-01.11288

ECE Reverse AR-E9-00.1066

CTA Stop/Tail 49/00 CTA-060107

CTA Indicator 6/00 CTA-060106

CTA Reverse 1/00 CTA-060108

• Low Profile Recessed Fitting

• ECE Australian Road Approved

• IP67 Rated

• Dual Voltage 12/24 Volt

• 5 Year Warranty

Blister 
Includes  

Grommet  
& Plug

Blister 
Includes  

Grommet  
& Plug

Part No. 53401 
Rubber Grommet

Part No. 53101C 
Chrome Bkt

Part No. 53101B 
Black Bkt

Part No. 53102 
3 Pin Plug

109mm 53mm 135mm

115mm 113mm

142mm12mm 15mm
109mm 53mm 135mm

115mm 113mm

142mm12mm 15mm

Bracket 
Cut Out Size
113mm Diam

Grommet 
Cut Out Size
115mm Diam

Reverse
113WMG - Single Blister

Reverse
113WMB - Light Only Bulk

Stop/Tail
113RMG - Single Blister

Stop/Tail
113RMB - Light Only Bulk

Rear Indicator
113AMG - Single Blister

Rear Indicator
113AMB - Light Only Bulk

ECE 
Approved

100% 
Waterproof

5 Year 
Warranty


