HL91, 90mm Projector Headlamps Aroreed

100%
Waterproof
Function 90mm Projector Headlamp 5 Year
. Warranty
Size 106mm x 106mm x 172mm
Voltage 10-32 Volt
LED Qty High/Low 2 x 17w
Lumen High Beam 750Im/Low Beam 360Im
Colour Temp 5600K
Cable 26cm
Draw
@13.8V High 3.08A Low 1.53A
@28V High 1.44A Low 0.72A
Lens Polycarbonate Part Numl:ler
Base E-Coated Alloy HL91 - High Beam/Low Beam, Box
Approvals Function No. CTA ‘ . . . . . ‘ . . ‘
ECE High/Low Beam E6-112R-010428 060278 S e T s R T S
Fitting Instructions | [
Retro fit to existing globe type 90mm ; , , , , , S e S P o
sealed beam headlamps. R R e e -
[Ix] 1 2 4 8 16

HLS1
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Mounting Configuration min=0 Mean=0.928 Ix; E max at[14.8,0.75]1=28.6 Ix max=28.6
ECE Markings Need to be horizontal and read correctly. I[|><] 1‘ 2 4 8 1|5
g All enquiries P: 1800 815 000 E: led@ledautolamps.com.au, www.ledautolamps.com
All efforts are made to ensure all information is correct and up to date, it can be subject to change without notice. All measurements are in millimeters (mm) and are not to scale.

autolamps All LED Autolamps designs are registered throughout the world. - Current as of 02/05/2023

A Clarience Technologies Company.



ECE

HL92, 90mm Projector Headlamps Approved
100%
Waterproof

Function 90mm Projector Headlamp 5 Year

Size 106mm x 106mm x 147mm Warranty

Voltage 10-32 Volt

LED Qty 1 x 17w Low Beam

Lumen HL92 - Low 430Im

Colour Temp 5600K

Cable 40cm with H4 Plug

Draw

@13.8V Low 1.77A

@28V Low 0.79A

Lens Polycarbonate

Base E-Coated Alloy

Approvals Function No. CTA Part Numbers

HL92 ECE Low Beam E6-112R-010523 060279 HL92 - Low Beam, Box

Fitting Instructions

Retro fit to existing globe type 90mm
sealed beam headlamps.

Low
Beam
106mm
Mounting Configuration 0,25 10 20 0 40 a0 2] T 20 a0 100 110 120 130 140 149,75
ECE Markings Need to be horizontal and read correctly. min=0 Sum=H700; E max at[22.3,0.25]=23 1x max=2%
I[lx] } 2 4 g 1|6
g All enquiries P: 1800 815 000 E: led@ledautolamps.com.au, www.ledautolamps.com
All efforts are made to ensure all information is correct and up to date, it can be subject to change without notice. All measurements are in millimeters (mm) and are not to scale.

autolamps All LED Autolamps designs are registered throughout the world. - Current as of 02/05/2023

A Clarience Technologies Company.



